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i GENERAL NOTES

N
H H . FOR 5 INCH CONCRETE SIDEWALK RECONSTRUCTION, SEE TYPICAL
’ SECTION, SHEET DE-I.

, ( 2. ALL DIMENSIONS ARE APPROXIMATE. CONTRACTOR TO VERIFY
ALL DIMENSIONS IN THE FIELD.

) H 3. NO DISTURBED AREA SHALL BE LEFT UNSTABILIZED OVERNIGHT
UNLESS THE RUNOFF IS DIRECTED TO AN APPROVED SEDIMENT
* ' CONTROL DEVICE.

] , ‘ 4, SIDEWALK RECONSTRUCTION LIMITS SHALL COINCIDE WITH
CRACK CONTROL JOINTS (JOINTER GROOVES) OR EXPANSION
JOINTS IN EXISTING SIDEWALK. NEW EXPANSION JOINTS
’ H " SHALL BE PROVIDED AT THE INTERFACE OF EXISTING AND
‘ PROPOSED SIDEWALK. SEE SHA. STD. NO. MD-655.0l1.

!’ 6. INSTALL DETECTABLE WARNING SURFACE (TYPE 3 BRICK PAVERS)
AN ON SIDEWALK RAMP AS PER SHA STD. NO. MD-655.40.

H H — \ 7. FORM NEW SIDEWALK AND EXPANSION JOINT MATERIAL AROLND

\\ \ EX., UTILITY POLES, MANHOLE COVERS, VALVE COVERS, AND
H \\ FIRE HYDRANTS AS NECESSARY.
LL ( ' \ 8. RESET ANY SIGNS DISTUREBED BY THE CONSTRUCTION AS
= } A\ DIRECTED BY THE ENGINEER.
Z H \\\ 9, EXISTING INLETS SHALL NOT BE DAMAGED DURING CONSTRUCTION.
LL] y DAMAGE TO THE INLETS WILL REQUIRE THE INLET TO BE REPLACED
> H \\ AT NO ADDITIONAL COST TO THE ADMINISTRATION,
< |0. EXISTING TREES, SHRUBS, AND THEIR RESPECTIVE ROOT SYSTEMS
H \\ SHALL NOT BE DISTURBED DURING CONSTRUCTION.
> N
oz ’ ( STANDARD TYPE A COMBINATION CURB AND GUTTER
3 |2 INCH GUTTER PAN 8 INCH DEPTH SHA STD. NO. MD-620.02
/ ' LOCATION QUANTITY (LF)
(a'a] SOUTHEAST QUADRANT 2]
¥, SOUTHEAST ISLAND 27
E , ‘ MEDIAN (SLAND B
o ( ’ STANDARD TYPE A CURB ANY DEPTH
o LOCATION QUANTITY (LF)
- , { SO UTH SOUTHEAST ISLAND B
(a'a]
MEDIAN | ISLAL 5 INCH CONCRETE SIDEWALK CLASS 2 EXCAVATION
LOCATION QUANTITY (SF) LOCATION QUANTITY (CY)
R +SLANb SOUTHEAST QUADRANT 178 SOUTHEAST QUADRANT |
SOUTHEAST ISLAND 210 SOUTHEAST ISLAND 0.5
PROPOSED STOP LINE—\ | | I ' MEDIAN ISLAND 3
HOT MIX ASPHALT SUPERPAVE 9.5 MM FOR SURFACE,
PG 76-22, LEVEL-3
LOCATION QUANTITY (TON)
MATCH EXISTING SOUTHEAST QUADRANT 0.5
CURB HEIGHT SOUTHEAST ISLAND 0.5
MEDIAN ISLAND 0.5
i - T T \‘\\\
- e — - MIX NO.9 FOR SLOT BACKFILL DETECTABLE WARNING SURFACE
= T ™~ LOCATION QUANTITY (LF) (TYPE 3 BRICK PAVERS)
1+ T Hu T 7 . SOUTHEAST QUADRANT 2l SHA STD. NO. MD-655.40
CTTT T S A prp e LA T~ SQUTHEAST_ISLAND 27 LOCATION QUANTITY (SF)
STANDARD TYPE A COMBENA’T@'“ ] i [ | J T M MEDIAN ISLAND 10 SOUTHEAST QUADRANT I
CURB AND GUTTER, 12 INCH |GUFFFER - T SEEHT L L M - SOUTHEAST ISLAND 2l
PAN 8 INCH DEPTH [_w“ ) BCRE T T T L
AENANERRIRA| TR -
- e ~ PLACING FURNISHED TOPSOIL 4-INCH DEPTH
\-.\ .
Z SEE_TYPICAL SECTION FOR o~ SOUTERST cUmT -
SLOT BACKFILL PAVEMENT - SOUTHEAST 1SLAND 5
S
X‘““ | e TURFGRASS SOD ESTABLISHMENT
\ LOCATION QUANTITY (5Y)
B SOUTHEAST QUADRANT I
SOUTHEAST ISLAND 5
i T R
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e DETECTABLE WARNING SURFACE SCALE 1" = §' DATE _SEPTEMBER 2012 CONTRACT NO. XX1515133
(TYPE 3 BRICK PAVERS)
SHA STD. NO. MD-655.40 DESIGNED BY JDG COUNTY BALTIMORE
E REMOVE EXISTING SIDEWALK DRAWN BY JBB LOGMILE 03016801.74
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